BB Valve Regulated Lead-Acid Rechargeable Battery

BP3.6-12

The battery is constructed by plates,
separators, safety valves and container.
Since the electrolyte is held by a glass-
mat separator and plates, the battery
can be used in any direction and position
without leakage.

PERFORMANCE SPECIFICATIONS

[N [oTaa T g =TIV Ao v= T =1 A T OSSR 12 volts(6cells in series)
Nominal Capacity(AH)
20 hour rate F.V.(1.75V/cell)(180mMA t0 10.50VOILS) ......eeeiuiiiiieeiie et 3.60A.H.
10 hour rate F.V.(1.75V/cell)(342mMA t0 10.50VOIS) ....c.eeeiiiiiieiiee e 3.42A H.
5 hour rate F.V.(1.75V/cell)(6 12MA t0 10.50VOIS) ....ccoiueiiiiiieiiiie e 3.06A.H.
1 hour rate F.V.(1.55V/cell)(2160mMA t0 9.30VOILS).......ccoiiiieiiieeiiee ettt sneee e sneee e 2.16AH.
APProxXimate WEIGht..........eiiiiiiie e e e e et e e e e e e e e e et ae e e e e earaaae s 13509(2.98Ibs.)
Terminal
1 = T = (o SRS T1
(0] 110 b= PSP SOPPP T2
Internal Resistance (Fully Charged Battery)...........oouii ittt e e snee e aneee e <50mQ
Maximum Discharge CUrrent FOI'5 SEC.(A).....uuuiie ettt e e e e e e e et e e e s et e e e s e annreeeeesnrees 54A
Maximum Charge CUITENT(A). ... ittt ettt e e sttt e e st e e e te e e e be e e e ahteeesateeesmteeeanbeeeeaseeeesneeeesnneeeans 1.08A
Ambient Temperature
LO] 1 F=1 (o1 TSP UPRURPOPRN 0°C(32°F)~40°C(104°F)
DL o= | (o = T SRR STRR -20°C(-4°F)~50°C(122°F)
(0] = o =TSP -20°C(-4°F)~40°C(104°F)

Vibration test:
Frequency: 16.7HZ
Amplitude: 4mm
Vibrate the battery horizontally or vertically for 60 minutes. The battery have no abnormality.

Length TR 1 4 o 0 PSR P PSP PRRRRRP 134/5.28
Width a1 1 4]0 o OO T T TSSO RTOPRRPPPOPRROPR 67/2.64
Container Height 1. 0mMIM.....oii ettt e st e e et e e e nee e s anbe e e eneeeenes 60/2.36
Total Height ap2] o 1] 0 PRSPPI 66/2.60

Application..........cccooieiiiiis Electronic Toy-Cars,Emergency Lights, Rechargeable Flashights, UPS, Fans.



BP3.6-12 Battery discharge characteristics (25°C/77°F)
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*Temperature compensation of charging voltage is not needed, when using the batteries within 5°C to 35°C range. ég gg 145)4 15202 .,'(g

OUTER DIMENSIONS

TERMINAL TYPE

Battery Charging Characteristics

(Typical example ofthe charge characteristicsfor the standby use)

Battery temperature

B&B BATTERY(USA) INC.

6415 RANDOLPH ST.COMMERCE,
CA,90040 U.S.A.
TEL:1-323-278-1900.1-800-278-8599
FAX:1-323-278-1268
E-Mail:sales@bb-battery.com

EUROPE:

B&B BATTERY(EUROPE) B.V.

3 WIUNGAARDVELD, 9300 AALST BELGIUM
TEL:(00)32-53781567

FAX:(00)32-53781567
E-Mail:hansdevriese@bb-battery.com

B.B. BATTERY CO., LTD.

CHENG DONG TRIAL AREA,HUANG GANG,
RAOPING, GUANG DONG,CHINA,515700
TEL:86-768-7601001-2

FAX:86-768-7601469
E-Mail:maggy@bb-battery.com

HONG KONG:
NATIONAL TRADING LTD.
TEL:852-2301-3800
FAX:852-2739-1182
E-Mail:bbhk@hkstar.com

B&B BATTERY(JAPAN) CO., LTD.
1375-11 NARAHARA-MACHI,HACHIOJI,
TOKYO 193-0803,JAPAN.
TEL:81-426-25-6375
FAX:81-426-25-6375
E-Mail:miyata@bb-battery.com

TAIWAN:

B.B. BATTERY(TAIWAN) CO., LTD.
TEL:886-6-502-5150
FAX:886-6-589-8087
E-Mail:maggy@bb-battery.com

mm(inch) Constant power discharge characteristics at 25°C/77°F
e Terminal T1 e Terminal T2 Discharge time
32(0.13) - 340.13) - Final Voltage 5Min ‘10Min 15Min | 30Min | 1Hr ‘ 3Hr ‘ 5Hr ‘ 10Hr | 20Hr
N 2 . ﬁ Battery output power(W)
TR g
] ) @ 10.80V 1302 | 958 | 76.8 | 457 | 2620 | 10.49 | 7.24 | 404 | 211
635(0.25) 7.85(0.31) 10.50V 150.6 | 103.8 | 80.3 | 47.4 | 26.98 | 1070 | 7.34 | 410 | 2.16
) T——-T )
ey 13 [ ——— 10.20V 160.0 | 107.5 | 82.8 | 485 | 27.47 | 1080 | 7.39 | 412 | 217
< &
° e 9.90V 167.2 | 1101 | 847 | 492 | 27.80 | 10.88 | 7.41 | 413 | 218
9.60V 1728 | 1123 | 864 | 497 | 2808 | 1119 | 7.43 | 413 | 218
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